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100V N-Channel MOSFETS
TO-252 Plastic-Encapsulate Transistors
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MAXIMUM RATINGS AND CHARACTERISTICS
@ 250C Ambient Temperature (unless otherwise noted)
Parameter Symbol Rating Units
Drain-Source Voltage Vbs 100 \Y
Gate-Source Voltage Ves +20 \
Drain Current — Continuous (Tc=25°C) I 12 A
Drain Current — Continuous (Tc=100°C) ? 7.6 A
Drain Current — Pulsed’ lom 48 A
Single Pulse Avalanche Energy? EAS 6 mJ
Single Pulse Avalanche Current? IAS 11 A
Power Dissipation (Tc=25°C) P 34.7 w
D
Power Dissipation — Derate above 25°C 0.27 W/°C
Storage Temperature Range Tste -50 to 150 °C
Operating Junction Temperature Range Ty -50 to 150 °C
Thermal Characteristics
Parameter Symbol Typ. Max. Unit
Thermal Resistance Junction to ambient Resa -—- 62 °C/W
Thermal Resistance Junction to Case Resc 3.1 °C/W
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Off Characteristics

Parameter Symbol Conditions Min Typ. Max. Unit
Drain-Source Breakdown Voltage BVbss Ves=0V , [p0=250uA 100 - - V
BVbss Temperature Coefficient ABVpss/ATy |Reference to 25°C , Ip=1mA - 0.09 - V/°C
Vos=100V , Ves=0V , Ty=25°C - 1 uA
Drain-Source Leakage Current Ipss
Vbs=80V , Ves=0V , Ty=125°C - 10 uA
Gate-Source Leakage Current less Ves=120V , Vps=0V - +100 nA
On Characteristics
. . . Ves=10V, Ip=10A 95 115 mQ
Static Drain-Source On-Resistance Rps(on)
Ves=4.5V , Ip=8A 100 125 mQ
Gate Threshold Voltage VGsi(th) 1.2 1.6 2.2 V
Ves=Vbs , Ip =250uA
Vaes(n) Temperature Coefficient AVaes(tn) -5 - mV/°C
Forward Transconductance gfs Vps=10V , Ip=2A --- 8.7 - S
Dynamic and switching Characteristics
Total Gate Charge®* Qg 20 40
Gate-Source Charge3# Qgs Vps=50V , Ves=10V , Ib=2A 3.2 nC
Gate-Drain Charge3®* Qgd 3.6
Turn-On Delay Time3# Td(on) -— 18 36
Rise Time34 Tr Vbp=50V , Ves=10V , Rc=3.3Q — 4 8
ns
Turn-Off Delay Time3* Tdoff) Ib=1A - 40 80
Fall Time3* T - 3 6
Input Capacitance Ciss - 1400 | 2800
Output Capacitance Coss Vps=25V , Ves=0V , F=1MHz - 60 120 pF
Reverse Transfer Capacitance Crss - 35 70
Gate resistance Rg Vas=0V, Vps=0V, F=1MHz - 2 4 Q
Drain-Source Diode Characteristics and Maximum Ratings
Parameter Symbol Conditions Min Typ Max Unit
Continuous Source Current Is -—- -—- 12 A
Ve=Vp=0V , Force Current
Pulsed Source Current Ism - 24 A
Diode Forward Voltage Vsb Ves=0V, Is=1A , T;=25°C - 1 \Y,
s —
Reverse Recovery Time tre Is=1A , di/dt=100A/us Ts=25°C 38 ns
Reverse Recovery Charge® Qrr - 27 - nC

Note :

HOON =

Repetitive Rating : Pulsed width limited by maximum junction temperature.
Vop=25V,Ves=10V,L=0.1mH,las=11A.,Re=25Q,Starting T,=25°C.

The data tested by pulsed , pulse width < 300us , duty cycle < 2%.
Essentially independent of operating temperature.
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RATINGS AND CHARACTERISTIC CURVES

ID, Continuous Drain Current (A)
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Tc, Case Temperature (°C)

Fig.1 Continuous Drain Currentvs. Tc

Normalized Gate Threshold Voltage (V)
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Ty, Junction Temperature (°C)
Fig.3 Normalized Vi, vs. T,
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Normalized Thermal Response (R8JC)
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Square Wave Pulse Duration (s)
Fig.5 Normalized TransientImpedance
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Normalized On Resistance (mQ)
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Ty, Junction Temperature (°C)

Fig.2 Normalized RDSON vs. T,

il

NGl T

v

Vas , Gate to Source Voltage (V)
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Qg , Gate Charge (nC)
Fig.4 Gate Charge Waveform
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Ip, Continuous Drain Current (A)
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Vps , Drain to Source Voltage (V)
Fig.6 Maximum Safe Operation Area
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RATINGS AND CHARACTERISTIC CURVES
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Fig.7 Switching Time Waveform Fig.8 Gate Charge Waveform
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