
DO-27    PLASTIC SILICON RECTIFIERS

UF5400~UF5408

MAXIMUM RATINGS AND CHARACTERISTICS

@ 25°C Ambient Temperature (unless otherwise noted)

http://www.lujingsemi.com

.220(5.2)

.197(4.8)
  DIA.

1.0(25.4)
  MIN.

.375(9.5)
.285(7.2)

.052(1.3)

.048(1.1) 
DIA.

1.0(25.4)
  MIN.

FEATURES
Low cost
Low leakage
low forward voltage drop
High cleaned with Alcohol,isopropanol and similar solvents
The plastic material carries U/L recognition94V-0

MECHANICAL DATA
Case: DO- ,molded plastic
Epoxy: UL 94V-0 rate flame retardant
Lead: Axial leads, solderable per MIL-STD-202, method 208 

guranteed
Polarity: Color band denotes cathode end
Mounting position: Any
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RATINGS AND CHARACTERISTIC CURVES
UF5400~UF5408
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FIG.1: FORWARD CURRENT  DERATING CURVE
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FIG.2: MAXIMUM NON-REPETITIVE FORWARD URGE CURRENT
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FIG.3: TYPICAL FORWARD CHARACTERISTICS

VF(V)

FIG.4：TYPICAL REVERSE CHARACTERISTICS
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  FIG.5: Diagram of circuit and Testing wave form of reverse recovery time
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Single Phase
Half Wave 60Hz
Resistive or
inductive Load

25 75 125 175

8.3ms SINGLE HALF SINE-WAVE
(JEDEC Method)

TJ=25 C
PULSE WIDTH=300 µs
1%DUTY CYCLE

UF4001-UF4004
UF4005-UF4007

TJ=100 C

TJ=25 C

5




